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Check Valves - Flo Control

PVC True Union Spring Check Valve Features:
    •  Designed for easy body removal.
    •  Tail pieces remain in place. 
    •  1/2 lb. psi spring tension. 2 lb. spring tension 
        available by special order.
    • EPDM seal and o-rings.
    •  200 P.S.I. static pressure rating @ 72º F.
    •  Stainless steel spring.
    •  Excess solvent cement trap.
    • NSF/ANSI 61+372.

Part Number             Description               Body Length   Ctn Qty             List Price

True Union Spring Check Valves – WHITE                 1/2# Spring Tension 
1700-15                         11/2” spring check           8.345”               12                  $ 57.79
1700-20                         2” spring check                 9.735”               12                     81.08

True Union Spring Check Valves – CLEAR                  1/2# Spring Tension 
1700C-15                      11/2” spring check           8.345”               12                     70.47
1700C-20                      2” spring check                 9.735”               12                     96.47

Compact True Union Spring Check Valves - WHITE         1/2# Spring Tension
1790-15                         11/2” compact valve          6.54”                15                     57.06
1790-20                         2” compact valve                7.35”                10                     72.03

Compact True Union Spring Check Valves - CLEAR          1/2# Spring Tension
1790C-15                      11/2” compact valve          6.54”                15                     62.11
1790C-20                      2” compact valve                7.35”                10                     84.58
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