








FV-M-DN40 for FV-M-DN50/65 for FV-M-DN8O for

DN40 pipe DN50 and DN65 pipe DN8O pipe
KEY FEATURES

== DNA40 = DN50/65 == DN80
Independently YES (NSF 50) YES (NSF 50) YES (NSF 50)
verified accuracy?
Pipe Type SCH40 SCH40 SCH80
Fitting Type Valve Body Valve Body Tee
Check Valve
Functionality? 1= i1 i
Calibration
Required? i i i
Warranty 3-Years 3-Years 3-Years
Design Life 15-Years 15-Years 15-Years
Spring Replacement 7-Years 7-Years 7-Years
Manufactured in VES VES VES

USA
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Say ‘hello’ to the family of FlowVis® flow meters. With more independently certified
models and a higher average accuracy than any other brand of flow meter, you’ll be
glad we made the introduction!
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YES (NSF 50)

YES (NSF 50) YES (NSF 50)

SCH80 SCH80 SCH80

Tee Tee Tee

NO NO NO

NO NO NO

3-Years
15-Years

7-Years

YES

3-Years
15-Years

7-Years

YES

3-Years
15-Years

7-Years

YES
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OUR QUALITY'IS
OUR IDENTITY

AUHNARNNAY |

E 316 Stainless Steel
® Screws (x8)

Polycarbonate Scale

Polycarbonate Lid

Viton O-Ring

Hasteloy Spring

Hasteloy Pivot Pin

ABS Indicator Arm

PPEPS Flapper with
Viton Seal

CPVC Praher®
Valve Body

I ABSOLUTELY LOVE THAT | GET A VERY ACCURATE FLOW
P R O ) S S Y £ READING ANYWHERE | NEED TO PLACE IT IN THE PUMP
‘ N ) ROOM”.

Michael Geyer
President, Exceptional Water Systems, Mesa, AZ

JOIN THE THOUSANDS OF POOL B 0300 T UL R N
PROFESSIONALS WORLDWIDE THAT |

ARE SEEING THE BENEFITS OF USING .\ FINALLY! A RELIABLE FLOW METER FOR POOLS. CHECK OUT
FLOWVIS® FLOW METERS. FLOWVIS®™.

Wes Burdine
Owner, Aquatic Energy Consulting, Kingsport, TN
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HEAD LOSS DATA

FlowVis® has a small to moderate impact on head, depending on the model:

HEAD LOSS (ft H20)

Flow FV-M-DN40 FV-M-DN50/65 FV-M-DN80 FV-M-DN100 FV-M-DN150 FV-M-DN200
Low 1.6 1.8 1.0 0.55 0.22 0.21
Mid 2.6 3.4 1.8 1.3 0.45 0.45
High 4.8 47 2.9 1.45 0.9 0.6
Flow FV-M-DN40 FV-M-DN50/65 FV-M-DN80 FV-M-DN100 FV-M-DN150 FV-M-DN200
Low 0.64 0.75 0.25 0.28 01 0.09
Mid 115 15 0.8 0.63 0.25 018
High 21 21 13 0.68 0.4 0.26

SPECIFICATIONS

FV-M-DN40 FV-M-DN50/65 FV-M-DN80 FV-M-DN100 FV-M-DN150  FV-M-DN200*

2-20 16-55 68-227 113-409
Flow Range (M3/h) (DN40) 2-25 (DN50/65) (DN8O) 28-102 (DN100) (DN150) (DN200)
Flow Range (LPM)** 38-303 38-416 165-908 473-1703 1136-3785 2271-6814
Flow Range (GPM)** 10-80 10-110 70-240 125-450 300-1000 600-1800
Working Pressure 50 PSI

99.4% (DN50) /
0, 0 [0) o) o)

Average Accuracy 98.7% 99.2% (DN65) 98.9% 99.6% 98.1% 98.9%
NSF 50 CERTIFICATION LEVELS
Horizontal Straight Pipe L1 L1 L1 L1 L1 L1
Horizontal Between 90's L1 L1 L1 L1 L1 L1
Vertical Up Straight Pipe L1 L1 L1 L1 L1 L1
Vertical Up Between 90's L1 L1 L1 L1 L1 L1
Vertical Down Straight Pipe L1 L1 L1 L1 L1 L1
Vertical Down Between 90's L1 L1 L1 L1 L1 L1

*Model FV-M-DN200 supplied with FlowVis Digital (model FV-D) as standard.
**GPM and LPM units of measurement available as an option.

Guide for NSF 50 Accuracy Levels

Level 1 (L1): Average of absolute values of all single point deviations must be <2%. Single point deviations shall not exceed +4%.
Level 2 (L2): Average of absolute values of all single point deviations must be <5%. Single point deviations shall not exceed +7.5%.
Level 3 (L3): Average of absolute values of all single point deviations must be <10%. Single point deviations shall not exceed +12.5%.
Level 4 (L4): Average of absolute values of all single point deviations must be <12.5%. Single point deviations shall not exceed +15%.
Level 5 (L5): Average of absolute values of all single point deviations must be <15%. Single point deviations shall not exceed +20%.

FLOWVIS  www.h2floweurope.com 7



ngnm W [movation H2flow Controls, Europe

Our industry-leading flow measurement solutions are developed Barcelona, Spain
with @ commitment to providing our customers with innovative and
tangible benefits that increase productivity and reduce operating Tel: (+34) 609.31.52.82

costs.
info@h2floweurope.com

Contact your authorized HZﬂovv Contrgls SOA|UtIOﬂS provider to find www.h2floweurope.com
out more about the benefits of partnering with us!

©2021 H2flow Controls, Inc. All rights reserved.

H2flow reserves the right to make changes to specifications and product features without notice. Please
contact H2flow or visit www.h2flow.net for the most up-to-date versions of our product literature.
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