
Catalog # Description

47405 5 Gal. Yellow Pail, 3 Lg. Black Trays

47502 5 Gal. Yellow Pail, 2 Lg. & 2 Sm. Black Trays

47506 5 Gal. Yellow Pail, 6 Sm. Black Trays

Catalog # Description

47027 Gray Tote Tray

Catalog # Description

86001 Electrical Tape

BackFront

Catalog # Description

47400 Logo Bucket

47410 Logo Bucket Lid

47420 Logo Bucket Dividers



Electrical Tape, Duct Tape and Pipe Wrap Tape

86001 - Electrical Tape
Dimensions: .75” x .007” x 66’
Metric Dimensions: 19mm x .18mm x 20m
Max Temp: 176°F/80°C
Max Voltage: 600V
Color: Black

86020 - PTFE Thread Seal Tape
Dimensions: 1/2” x 520” x 0.004”
Color: White

86021 - PTFE Thread Seal Tape
Dimensions: 3/4” x 520” x 0.004”
Color: White

86022 - PTFE Thread Seal Tape
Dimensions: 1” x 520” x 0.004”
Color: White

86070 - Silver Duct Tape
Dimensions: 2” x .0085” x 60 yds.
Metric Dimensions: 48mm x .210mm x 55m
Color: Silver

86080 - Pipe Wrap Tape
Dimensions: 2” x 100’ x 10 mil
Color: Black

86081 - UPC Pipe Wrap Tape
Dimensions: 2” x 100’ x 10 mil
Color: Black

Product Specifications

Accessories
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86070 Silver Duct Tape

Catalog # Description

86080 Pipe Wrap Tape

Catalog # Description

86081 UPC Pipe Wrap Tape

Catalog # Description

86020 1/2” x 520” PTFE Thread Seal Tape

86021 3/4” x 520” PTFE Thread Seal Tape

86022 1” x 520” PTFE Thread Seal Tape

• General purpose 8.5 mil, multipurpose grade duct tape
• Excellent adhesion to a wide variety of surfaces
• Use for a broad range of applications or bundling
• Conforms well to irregular spaces

• Provides UV and Weather Protection
• Stretchable, strong adhesive
• Great for cast and ductile iron, galvanized steel,
   electrical conduit types of pipes and fittings
• Waterproof and non-corrosive
• 2” x 100’ x 10 mil

• Provides UV and Weather Protection
• Stretchable, strong adhesive
• Great for cast and ductile iron, galvanized steel,
   electrical conduit types of pipes and fittings
• Waterproof and non-corrosive
• 2” x 100’ x 10 mil

• Available in 1/2”, 3/4” and 1” sizes
• 520” roll
• Creates a watertight seal around threaded pipe joints
• Resists water and corrosion
• Flexible and easy to tear for quick installation 
• 0.004” thick, medium density
• Tensile Strength: 3.5 lbs/inch, Elongation: 25%
• Temperature Range: -375°F to 500°F

Silver Duct Tape

Pipe Wrap Tape

UPC Pipe Wrap Tape

PTFE Thread Seal Tape


