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10EC SERIES - 1/2 vp

FEATURES

® Heavy-duty cast iron construction

m Permanent Split Capacitor (PSC)

= Designed for continuous duty

m Epergy-saving low amp draw

m 1-1/2" FNPT (38 mm) discharge

= Handles solids up to 1/2" (12.7 mm) diameter

m Multiple switch options for automatic operation
m 140 °F (60 °C) liquid temperature rating

m ((SAus listed

SERIES SPECIFICATIONS

APPLICATIONS

Effluent wastewater removal, dewatering, water transfer
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Item ‘ Model ‘ HP ‘ Volts Base Material ‘ Switch Type / Operations ‘ On Level ‘ Off Level ‘ Cord I\évseéizt)
510852 | 10EC-CIA-RF | 1/2 | 15 | Castlon | Piggyback Mechanical Float (Zs.zlﬁ;j‘;g_] . o oy [20°61m) (152&9)
510803 | 10EC-CIA-SFS | 1/2 | 15 | Polypropylene | Integral Snap-Action Float (20_3?%:121;%”1) G c%”_'é}cm) 10'(3m) (13.259Kg)
510802 | 10EC-CIA-SFS | 1/2 | 15 | Polypropylene | Integral Snap-Action Float (20.3§%jy;9 o | @i b ay [2061m (IZ%OKQ)
510801 | 10EC-CIM | 12 | T5 | Polypropylene Manual - - 10' G m) (122;'&@,)
510800 | 10EC-CIM | 12 | T5 | Polypropylene Manual - - 20'(61m) (122_3'59)
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EFFLUENT PUMPS

10EC SERIES - 1/2 HP

ENGINEERING DATA
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10EC-CIA-RF (cast iron volute) 10EC-CIM/10EC-CIA-RF (plastic volute) 10EC-CIA-SFS (plastic volute)
Model |  Base | A | B | C
10EC-CIA-SFS | Polypropylene | T1.28"(2865cm) | 10.66" (27.08cm) | 8.48" (21.55cm)
10EC-CIA-RF Cast Iron 109" (2762cm) | 879"(2234cm) | 848" (21.55 cm)
10ECCIM [ Polypropylene [ 1.08"(2815cm) | 879"(2234cm) | 848" (2155cm)

PERFORMANCE DATA CONSTRUCTION
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